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eco-INSTITUT-Label 
Test criteria: Timber flooring, laminate, panels 
(status: September 2010) 
 

 

 
A  Products 
 Timber floorings, laminate and panels with surface coatings based on synthetic raw materials 
 Timber floorings, laminate and panel materials based on sustainable raw materials can be 

awarded with the natureplus mark of quality (www.natureplus.de)  
The eco-INSTITUT is notified body for natureplus e.V. organisation. 

 
 
B  Basic requirements 
▪ Full declaration of the materials 
▪ Minimisation requirements for substances with dangerous properties according to dangerous 

substances regulations. 
▪ Compliance with threshold values for dangerous substances (refer to D laboratory 

examinations) 
Forbidden substances acc. to Regulation (EC) No. 1272/2008, Hazardous Substances Ordinance, TRGS, national laws (D, A, NL) 
POP (Persistent Organic Pollutants) 
Substances according to MAK list lll1 and III2 
Substances according to Regulation (EC) No. 1272/2008 Category Carc. 1A and 1B, Muta. 1A and 1B, Repr. 1A and 1B 
Substances according to TRGS 905 K1 and K2, M1 and M2, R1 and R2 
Substances according to IARC groups 1 and 2a 
Substances with hazard symbols N in liquid products apart from aliphatics 
Substances with hazard symbol N whose classification is not based on the R rating combination R 51/R 53 
Substances with hazard symbol N whose classification is based on the R rating combination R 51/R 53: > 1 % 
Substances with hazard symbol T+ 
Substances with hazard symbol T: > 0,1 % 
Substances with the following R ratings: R 26, R 27, R 28, R 45, R 46, R 48, R 49  
Substances with the following R ratings > 0,1 %: R 23, R 24, R 25, R 60, R 61, R 62, R 63, R 65 
Substances with rating combinations in which one of the above-named R-ratings occurs 
Substances with WGK 3 (German water hazard class 3) 
According to CITI or OECD persistent accumulating (log Pow > 3) substances with LC50  10 mg/l 
Arsenic, lead, cadmium, mercury and compounds 
Organic compounds of tin 
Antimony trioxide 
Barium compounds apart from barium sulphate 
Pyrethroide 
CFC’s 
Organophosphates 
Phthalatic acid esters (apart from PET) 
Organic halogenated compounds 

 
 
C Special requirements 
▪ Tropical timber may only be used if it is FSC certified (proof: Guideline of the certificate). 
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